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ABSTRACT 
Gas turbine engines are designed to continuously and efficiently convert the energy of 
fuel into useful power. Gas turbines have been developed into very reliable, high 
performance engines (high ratio of power output to weight, high efficiency and low 
maintenance costs). 
As the turbine inlet temperature increases, the heat transferred to the turbine blade also 
increases. The operating temperatures are far above the permissible metal temperatures. 
Therefore, there is a critical need to cool the blades for safe operation. The cooling 
methods currently implemented in the turbine industry can be classified into two types: 
internal cooling and external cooling. 
In the present work the internal cooling of a gas turbine blade is analyzed. The blade has 
a rectangular 9mm x 18mm compressed air channel along the blade span. Finite-
Difference method is used to predict temperature distribution for blade cross section at 
different heights from the root. Effect of compressed air mass flow rate, inlet temperature 
and the temperature of combustion gasses have been considered. The investigations are 
carried out for both smooth and two opposite ribbed-walls channels. The results are 
presented and discussed as temperature distribution in various sections of the blade and 
the comparison between ribbed and smooth channel based on Nu values. Also, various 
ribs configurations have been considered in the analysis. Results at rib angles, a of 90 °, 
60', 45 ° and 30' and ribs blockage ratios, e!D, ranging from 0.042 to 0.078 are 
compared in terms of Nu and friction factor, f It is found that maximum Nu number 
occurs when 60° ribs are introduced in the channel. An enhancement of 149.45% is 
achieved with penalty of increase in the friction factor by 114.5%. 
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In this Chapter, an overview of gas turbine engines is given. The significance of turbine 
entry temperature, the necessity of cooling the turbine blades and different types of 
cooling techniques are also discussed. This introduction then concludes with the 
objectives and scope of study of this work. 
1.1 GAS TURBINE BACKGROUND 
Gas turbine engines are designed to continuously and efficiently convert the energy of a 
fuel into useful power; either mechanical power or the high-speed thrust of a jet. In 1913, 
Lorin patented a jet propulsion engine; however, his engine was not manufactured (Rolls 
Royce, 1973). Before the Second World War, serious development ofthe shaft-power gas 
turbine began, but attention was soon focused on the turbojet engine (Cohen et al., 1996). 
In 1930, BO\eri developed the first useful gas turbine (Bathie, 1995) and Whittle was 
granted a patent for using a gas turbine to produce a propulsive jet (Rolls Royce, 1973). 
Since then, gas turbines have been developed into very reliable, high performance 
engines (high ratio of power output to weight, high efficiency and low maintenance 
costs). Gas turbines are now widely used m power plants, marine mdustries and aircraft 
propulsion. They are used in powering boats and trains and are also being tested for use 
in buses and trucks and even as a power plant for an automobile. 
EXE~:~T 
Figure 1.1: Schema\.lcs of a turbojet engine (Ro\ls Royce, \973) 
Developments in turbine cooling technology play a critical role in increasing the thermal 
efficiency and power output of adYanced gas turbines [Aminossadati S.M. and Mee D.J. , 
1995]. 
1.2. COOLING TECHNIQUES 
To achieve an optimum cooling system, researchers focus on various innovati·ve cooling 
techniques. Depending on the nature of the coolant flow, the cooling methods currently 
implemented in the turbine industry can be classified into two types: internal cooling and 
external cooling. 
In the first type cooler, air is bled from the compressor stage and than passed through 
internal passages incorporated into blade designs for this purpose (Fig.l.2). This is the 
most common technique and is called enhanced passage cooling. For maximum heat 
absorption, the air is also allowed to impinge on the internal wall of the blade. This 
technique is called impingement cooling [Aminossadati S.M. and Mee D.J., 1995]. 
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Figure 1.2: A nozzle guide vane w1th internal cooling (Rolls Royce, 1973) 
(Coolant eJection through a row of holes on the pressure side near the trailing edge) 
In external cooling, air is bled from the compressor stage, ducted through the internal 
chambers of the turbine blades, and then discharged through small holes/ slots on the 
2 
blade outer \valls. This air provides a thin, cooler, insulating film along the e:\.1emal 
surface of the turbine blade, due to which the method IS called "film cooling" (Fig 1.3 & 
1.4). That film provides protection and thus i.ncreases the life of the blade. This life 
maybe reduced by 50% if the blade's operating temperature was off the maximum design 
temperature by 10 OC [Mohammed S. AJtorruri, 2003]. 
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Figure l.-4: A Cypical fllin cooled rurbine blade (Mcehcrwan P .Boyce, 2002). 
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1.3. PROBLEM STATEMENT 
As the turbine inlet temperature increases, the heat transferred to the turbine blade also 
increases. The level and variation in the temperature within the blade material, which 
cause thermal stresses, must be limited to achieve reasonable durability goals. The 
operating temperatures are far above the permissible metal temperatures. Therefore, there 
is a critical need to cool the blades for safe operation. The blades are cooled with 
extracted air from the compressor of the engine. Since this extraction incurs a penalty on 
the thermal efficiency and power output of the engine, it is important to understand and 
optimize the cooling technology for a given turbine blade geometry under engine 
operating conditions. Gas turbine cooling technology is complex and varies between 
engine manufacturers. 
1.4. OBJECTIVES 
Objectives of this project are as follows: 
• To establish mathematical model for air flow through the gas turbine blades 
representing flow dynamics and heat transfer process. 
• To convert the mathematical model to computer program and investigate the 
blade cooling performance at various operational conditions and configuration in 
order to optimize it. 
• To recommend the best configuration according to the results. 
1.5 SCOPE OF STUDY 
A review of the available material on cooling techniques for gas turbine applications will 
be presented. Some works are available in this area with studies having been carried out, 
particularly in the past fifteen to twenty years. Heat transfer and fluid dynamics relations 
and equations will be chosen to build a mathematical model of air flow through turbine 
blades. The mathematical model will be converted to a computer program to obtain 
compare and interpret the results and findings. 
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CHAPTER2 
LITERATURE RIVIEW AND THEORY 
In this chapter a review of the available material on film cooling and internal cooling for gas 
turbine applications is presented. Some works are available on this area with stndies having 
been carried out, particularly in the past fifteen to twenty years. 
2.1. THEORY 
Going through the literature, there are a series of definitions that have been developed 
and used extensively in this particular area. So, to use previous research works it is 
important to understand them. 
The primary aim for the majority of these studies has been to maximize the adiabatic 
effectiveness (film effectiveness). This parameter is dependent upon three temperatures, 
that of the mainstream, coolant and of the surface being cooled, it is defined as: 
1. 1" 
- (HV- m. 
~ = 1' -T 
c m 
The adiabatic effectiveness measures the efficiency of a coolant film, where a value of 
unity indicates that the temperature of the surface being cooled is the same as the coolant 
temperature. Heat transfer coefficients are also an important parameter in determining the 
effectiveness of film cooling, the objective of film cooling being to achieve a low heat 
transfer coefficient from the surrounding hot mainstream to the surface, and a large 
effectiveness on the surface. Results are often expressed in terms of the heat transfer 
coefficient ratio, defined as: 
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Another important property is the blowing ratio, this relates the density and velocity of 
the mainstream and coolant flows, it is defined as: 
M = Pelle 
Pmllm 
The effect of this parameter on the adiabatic effectiveness is the primary interest for a 
number of studies due to its significant impact on the film cooling performance. 
2.2. REVIEW ON FILM COOLING FLOW STRUCTURE 
The behavior of jets injected into a cross flow has been the subject of numerous studies 
and is now well documented, Andreopoulos and Rodi (1983), Crabb et al (1981) and 
Moussa et aJ (1977). Immediately after penetration into the mainstream flow the jet 
behaves like a flexible body, the structure of which is strongly three dimensional. At 
some distance from the jet exit, two coooter-rotating vortices are formed which produce 
the classic 'kidney' shape of the injection (Fig 2.1). The creation of these vortices is 
connected to viscous layers in the injection tube, their strength and impact on the flow 







Figure 2.1 :Sketch of jet structure based on experimental observations at high (M = 2.0) blowing ratios, 
[Andreopoulos and Rodi (1983).] 
The deceleration of the external boundary layer as it interacts with the jet injection 
induces a horseshoe vortex which wraps around the jet; this flow is then entrained by the 
jet and begins to move upward from the wall (Fig 2.2). At smaller blowing ratios where 
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the penetration of the jet into the mainstream flow is low the jet bends over very quickly 
and attaches to the wall, this behavior is also observed when the injection angle relative 
to the mainstream flow direction is small. 
i' 
Figure 2.2: Sketch of jet structure based on experimental observations at low (M = 0.5) blowing mtios, 
[Andreopoulos and Rodi (1983)] 
2.3 FACTORS AFFECTING FILM COOLING 
A review of literature prior to 1971 on flat surface film cooling is presented in Goldstein 
( 1971 ), the effects on film cooling performance of geometric and flow characteristics are 
described. The primary benefit of flat surface studies is the relative ease with which they can 
be carried out, slight corrections can then be made so the results can be applied to more 
complex geometries and ultimately actual engine design. Based on the literature following 
are parameters effecting film cooling as supported by Green (2007). 
• Blowing ratio 
• Injection hole geometry 
• Mainstream acceleration 
• Coolant to mainstream density ratio 
• Coolant supply geometry 
• Mainstream turbulence 
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• Partial hole blockage 
2.3.1 Blowing ratio 
Goldstein et al (1974) presented results detailing the effect of blowing ratio on the adiabatic 
effectiveness for a row of simple injection holes inclined at 35 degrees. At lower blowing 
ratios (e.g. M < 0.5) the adiabatic effectiveness displays a predictable pattern of simply 
increasing as the blowing ratio is increased. (Look at the figure below). 
• 
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Figure 23: Effect of blowing ratio on centerline adiabatic effectiveness for simple angle injection holes 
inclined at 35 degrees, [Goldstein (1974)] 
Hay et al (1985) carried out studies of injection holes inclined at 35 degrees (Fig 2.4). For all 
of the studies the heat transfer coefficient ratio was found to increase as the blowing ratio was 
increased. At lower blowing ratios the heat transfer coefficient was found to be 
approximately equal to unity regardless of the axial position from the point of injection, as 
the blowing ratio was increased the heat transfer coefficient also increased, particularly near 
the injection region (i.e. xJD < 10). This trend was also observed for a 90 degree injection 
angle (i.e. normal to the mainstream flow); however the effect of axial location was much 
stronger for the 90 degree injection compared to the 35 degree injection. In the case of a 35 
degree angle of injection, because the jet penetrates into the mainstream flow at an angle 
8 
closer to the surface, the possibility of jet liftoff is greatly reduced resulting in the lower heat 
transfer coefficient ratios. 
·~:o 
iO 
'ob-~~--,.~~~""'"~~· ~ ,---~----; 
Figure 2.4: Effect of blowing ratio on the heat transfer coefficient ratio for simple angle i'!iection holes 
inclined at 3 5 degrees, [Hey et al ( 1985)] 
2.3.2 Mainstream Acceleration 
Limited data is available in the open literature analyzing the effect of mainstream 
acceleration on film cooling performance. Ammari et al (1991) presented heat transfer 
coefficient ratios downstream of a row of film coolant holes analyzing the effect of 
mainstream acceleration; the heat transfer coefficient ratios were found to reduce by 
approximately 25% in the cases were mainstream acceleration was applied, obviously 
varying with different blowing ratios. 
2.3.3 Injection Hole Geometry 
Ligrani et al (1994a, b) presented results comparing single angle holes with compound 
angle holes. Results clearly show that the compound angle i~ection holes provide a 
9 
higher adiabatic effectiveness than the simple angle injection holes. The reason for this is 
an increase in the lateral momentum of the jet which results in a larger amount of lateral 
spreading when compared to the single angle injection. The injection holes in this case 
were aligned at 35 degrees in the Streamwise direction with the compound angle varied 
between 45 and 90 degrees in the spanwise direction. Increasing the spanwise angle to 90 
degrees was found to increase the adiabatic effectiveness due to increased lateral 
spreading of the coolant jets. 
Sen et al (1996) has also analyzed the effect of compound angle injection on the heat 
transfer coefficient ratio. The general trend in the results was for a higher heat transfer 
coefficient ratio when using compound angle injection holes over simple angle injection 
holes. The compound angle injection results in an increased reaction with the mainstream 
flow, this gives rise to an increase in the local turbulence and consequently leads to a 
higher heat transfer coefficient ratio; this effect is generally enhanced as the blowing ratio 
is increased (the maximum blowing ratio in the study was 3.0). 
2.3.4 Coolant-to-Mainstream Density Ratio 
The effect of the coolant-to-mainstream density ratio on the adiabatic effectiveness was 
documented by Pedersen et al (1977). Experiments were carried out on a single row of 
coolant holes inclined at 35 degrees in the mainstream flow direction; density ratios 
ranging from 0.75 to 4.17 were studied (Fig 2.5). It was found that density ratios less than 
unity gave a lower adiabatic effectiveness than those obtained using a high density ratio. 
Increasing the blowing ratio had a negative effect on the adiabatic effectiveness at the 
lower density ratios. This is due to the injection jet velocity being higher at lower density 
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Figure 2.5: Effect of blowing ratio on the laterally average adiabatic effectiveness for different density 
ratios, [Pedersen et al (1977)] 
Ammari et a! (1990) also presented results showing the effect of cool-to-mainstream 
density ratio on the heat transfer coefficient ratio. It was observed that lower density 
ratios gave an increase in the heat transfer coefficient ratio; this is due to the increased 
momentum of the jet and its greater penetration into the mainstream flow. For lower 
blowing ratios (i.e. M < 0.8) the density ratio effect is confined to the stagnation region 
directly in lee of the jet, the effect becoming less pronounced as the distance from the 
point of injection is increased. For higher blowing ratios a change in the density ratio 
results in a significant impact on the results, producing a lower heat transfer coefficient 
ratio. 
2.3.5 Coolant Supply Geometry 
Hole supply geometry dictates how the coolant enters the film hole and the characteristics 
of the coolant within the supply hole. Leylek and Zerkle (1994) showed that short 
injection holes are subject to a 'jetting' effect This occurs when the coolant jet velocity 
profile is not uniformly distributed across the exit plane, resulting in relatively high 
velocities for a substantial part of the coolant increasing its penetration into the 
mainstream flow. The effect of injection hole length on the film cooling performance for 
a row of five compound injection holes, orientated in the streamwise direction, was 
investigated by Seo et a! (1998). Increasing the LID ratio was found to result in an 
increase in the adiabatic effectiveness; this was attributed to a skewing of the velocity 
profile at low LID ratios towards the upstream side of the injection hole. 
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2.3.6 Mainstl-eam Turbulence 
Film cooling OO\\ characteristics can be severely alfected by the level of turbuJence in 
the mainstream. Sons et al (1996) documented the effect of mainstream turbulence on the 
adiabatic effectiveness (Fig 2.6). At relatively low blowing ratios (e.g. M = 0.75) and low 
mainstream turbulence (e.g. 0.9%) reasonably high values of ad1abatic effectiveness are 
recorded in the Ylcinity of the coolant jets, decreasing steadily as the distance from the 
point of injection was increased. 
Blowing Ratto"' 0.7~ BIOWI"!J RatiO : 1.5 
r i ---'---- t -- ! -.-1 
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Figure 2.6: Effect of freestream turbulence on the centreline adiabatic effectiveness, 
IBons et al ( 19%)) 
2.3. 7 Partial Hole Blockage 
When the film cooling holes are flfst used they are typically clear of all unwanted debris 
or obstructions. However flow conditions can lead to a gradual or sudden 
blockage/obstruction of the film cooling holes resulting in a reduction of the film 
effectiveness (Fig 2.7). 
Figure 2.7: Micrograph showing deposits of foreign material in a film cooling hole, [Bogard et aJ (1998)] 
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Whilst the results may seem intuitive, Bunker R.S.(2000) conducted the study due to a 
lack of previous work in detailing the possible reductions in film cooling efficiency due 
to partial blockages. Results for the adiabatic effectiveness were compared for coolant 
holes with no blockage, and those with partial blockage. For an exit area blockage of 
approximately 15% there was an almost consistent 30% decrease in the adiabatic 
effectiveness directly downstream of the coolant jet, with the effect becoming less 
pronounced as the distance from the point of injection was increased. 
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2.4 REVIEWS ON EFFECT OF RIBS IN INTERNAL COOLING 
The purpose of introducing repeated ribs in a duct is to enhance the heat transfer rate. 
Ribs are man made protrusions which are placed in a controlled way along specific walls, 
contrary to sand-grain roughened walls, where the surface topology is stochastically 
distributed throughout the duct. The enhancement of the heat transfer has thus a 
drawback in the increased pressure drop, which can be several times higher than for a 
smooth channel. 
The pressure drop, and also the heat transfer is strongly connected to the size of the rib, e, 
which is measured as a fraction of the channel height as e/H. Equivalently to the rib-
height one may chose to refer to the blockage ratio, which in contemporary turbine blades 
are around 10-20%.Ribs have traditionally been arranged orthogonally to the flow, i.e. 
that the extension of the rib is located 90° to the streamwise direction. 
They have commonly been made of a square cross-sectional area Investigations J.C Han 
et al. (1988) have however shown that both other shapes and non-normal arranged ribs 
may be more beneficial to maximize the heat transfer rate. The distance between two 
successive ribs, the pitch P, have also been shown to be of importance, R.L.Webb et al. 
(1971 ). Thus there are a number of different parameters which could be altered in order 
to optimize the internal cooling of a gas turbine blade. In addition it should be noted that 
the available pressure difference is severely limited and hence the design of rib-
roughened channels is a meticulous work, which naturally benefits from a long tradition 
of constructing operational gas turbine engines. 
Apparent from the above discussion is that the flow pattern around the rib, vanes 
dependent on the shape and size of the rib. In addition the distance between two 
consecutive ribs, the pitch P is also of importance. In experiments on rib-roughened 
channels, the two most significant parameters, apart from the Reynolds number, RE, are 
the dimensionless geometry defining ratios: the rib-height to channel-height, e!H and the 
rib-pitch to rib-height, P/e. The rib-width, although important for the flow structure is less 
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in fluently on the heat transfer it should also be pointed out that most rib-roughened 
channel have ribs of fairly squared cross-section. 
Webb et al. (1971) compiled a number of experimental investigations to characterize the 
flow pattern within the interval of two success ribs for repeatedly rib-roughened 
channels, see Fig. 2.8. It was concluded that when the ribs are positioned far enough from 
each other, P/e > 15, the flow behaves as for a single mounted obstacle with a large re-
circulating zone behind the rib, stretching roughly 6 to 8 rib-heights downstream the rib. 
If the pitch is smaller, the two recalculating zones (upstream and downstream the rib) 
start to interact. Until P/e:o:o 8 there is still two reverse flow regions in the rib-interval, 
however for P/e <8 the flow does not re-attaches on the channel floor between the ribs 
and instead a single large re-circulating bubble is created. Recently Mohamed 
Fathelrahman (2009) has simulated the annular flow cooling by ribbing. He has gained 
results demonstrating Webb experimental results on the flow structure behind the ribs. 
I 8 .i I:E : :;;:~"·'""" "'' -~~, Ou 
, ;r,;cc ::::;: •. • ··· 
-x 
Figure 2.8: Flow patterns as a function of Pic, from (Webb et al. (1971)] 
For even smaller rib-pitches the flow forms driven cavities, with a significant different 
heat transfer behavior. It has been shown that the most advantageous flow behavior, for 
heat transfer purposes, is when the flow re-attaches in-between the ribs, without re-
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developing before separating due to tbe blockage effect of tbe next rib. The influence the 
Reynolds number, the shape and rib arrangement have on the flow structure, should 
however be recognized. 
Liou and Hwang (1992) found for the rib-roughened flow that tbe Nusselt number and 
tbe turbulent kinetic energy are well correlated in the separated region behind a rib. The 
peak of Nusselt number was for this configuration, located around one rib-height 
upstream oftbe re-attachment point. 
Investigations on angled ribs, e.g. J.C Han (1988) have showed that there is a substantial 
benefit of positioning tbe ribs witb an angle to tbe streamwise direction as such an 
arrangement could achieve increase in heat transfer as compared to normal ribs. This 
effect may be attributed to tbe change in flow structure, as skewed ribs produce a 
secondary motion tbat flows transversally along the rib due to the induced cross-stream 
pressure gradient. A similar pattern is not found for orthogonally arranged ribs. A much 
weaker secondary flow with downward motion (towards tbe rib) along the centerline and 
upward along tbe side-wall in a circulating fashion is however present. This motion is a 
result ofbotb a difference in tbe static pressure, and turbulent generating processes. 
Please refer to section 4.3 of this report for governing equations 
2.5. EFFECTS OF ROTATION ON COOLANT PASSAGE HEAT TRANSFER 
The following topics will discuss the effect of rotation on coolant passage heat transfer. 
2.5.1 Rotational Effect on Internal Cooling 
Rotation induces Coriolis and centrifugal forces that produce cross-stream secondary 
flow in tbe rotating coolant passages; tberefore, heat transfer coefficients in rotor coolant 
passages are very much different from tbose in non rotating frames. Figure 2. 9 shows tbe 
schematic secondary flow and axial flow distribution in a rotating two-pass square 
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channel. Figure 2.10 shows the predicted secondary flow, axial flow, and temperature 
distribution in a rotating square channel with radial outward flow. One important finding 
from recent studies is that rotation can greatly enhance heat transfer on one side of the 
cooling channel and reduce heat transfer on the opposite side of the cooling channel due 
to rotating-induced secondary flow, depending on the radial outflow or inflow of the 
cooling passages. Without considering rotational effect, the coolant passage would be 
over-cooled on one side while over-heated on the opposite side. Recent studies focus on 
the combined effects of rotation, channel shape, orientation, and aspect ratio on rotor 
coolant passage heat transfer with various high performance rib turbulators. Results show 
that the channel shape, orientation, and aspect ratio significantly change local heat 
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Figure 2.9: Conceptual view of a two-pass rotating coolant flow distribution by [Han et al. (1993)]. 
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Figure 2.10: Predicted secondary flow, axial flow, and temperature distribution in a rotating square 
channel with mdial outward flow, collected in [Han et at (2000).] 
2.5.2 Heat Transfe1· in Rotating Coolant Passages with Squru-e C1·oss Section 
Heat transfer in rotating multi-pass coolant passages with square cross section and 
smoo1h walls was reported by Wagner et al. (1991). Results show that the heat transfer 
coefficient can enhance 2-3 times on the trailing surface and reduce up to 50% on the 
leading surface for the first-pass radial outward flow passage; however, 1he reverse is true 
for the second-pass radial inward flow passage due to 1he flow direction change. Results 
also show that the heat transfer difference between leading and trailing surfaces is greater 
in the first-pass than that in the second pass due to the centrifugal buoyancy opposite to 
1he flow direction. Heat transfer in rotating multi-pass coolant passages with square 
cross-section with 45, rib turbulated walls, as shown in Figure 2.11, was reported by 
Johnson et al. (1994). Results show 1hat rotation and buoyancy, in general, have less 
effect on 1he rib turbulated coolant passage than on the smooth-wall coolant passage. This 
18 
is because the heat transfer enhancement in the ribbed passages is already up to 3.5 times 
higher than in the smooth passages; therefore, the rotational effect is still important but 
with a reduced percentage. Results also show that, like a non rotating channel, the 45o 















Figure 2.11: Multipass rotating channel with 45o ribs used by [Jolmson et al. (1994)] to simulate a turbine 
rotor blade coolant passage. 
19 
2.5.3 Wall Heating Condition Effect on Rotating Coolant Passage Heat Transfer 
From the above analyses, the rotation effect on channel heat transfer comes from the 
Coriolis and centrifugal forces. The centrifugal force is kno\~n as rotation buoyancy 
when there is a temperature difference between the coolant and the channel walls at 
rotating conditions. Since the temperature difference between the coolant and the channel 
walls varies along the coolant passages, so does the rotation buoyancy. Therefore, it is 
expected that the channel wall heating conditions would affect rotor coolant passage heat 
transfer. The channel heating conditions imply that the channel walls may be at the same 
temperature (or heat flux) in both stream-wise and circumferential coefficients on both 
leading and trailing surfaces. Parsons et al. (1994) studied the influence of wall heating 
condition on the local heat transfer coefficient in rotating two-pass square channels with 
90• ribs and 60• ribs on the leading and trailing walls, respectively. They concluded that 
the uneven wall temperature significantly enhances heat transfer coefficients on the first-
pass leading and second-pass trailing surfaces as compared with the uniform wall 
temperature condition. 
2.5.4. Heat Transfer in Rotating Coolant Passages with Rectangular Cross Section 
Most of the above-mentioned studies dealt with square channels. However, a rectangular 
coolant passage is of high importance in order to maintain the integrity of gas turbine 
blade internal cooling design. The curved shape of the turbine blade may prohibit the 
efficient use of square cross-sectional coolant flow channels. It is quite common to find 
rectangular cooling passages, particularly moving from the mid-chord to the trailing edge 
of the blade; the channels must become more rectangular as the blade becomes thinner. 
lbis thinuing of the channel changes the effective secondary llow pattern from that of a 
square duct. For this reason, one cannot simply apply the knowledge of the rotationally 
induced flow pattern and the associated surface heat transfer coefficients in a square 
channel to that of a rectangular channel. However, very few experimental heat transfer 
data on a rectangular coolant passage are available in the literature. Azad et al. (200 I) 
20 
and studied heat transfer in a two-pass rectangular rotating channel (aspect ratio= 2: l) 
with 45o angled ribbed walls and 45o V-shaped ribbed walls, respectively, including the 
effect of channel orientation with respect to the axis of rotation. Figure 2.12 shows the 
two cell vortices induced by rotation, the two cell vortices induced by the 45o parallel 
ribs, and the single cell vortex induced by the 45o crossed ribs. Figure 2.13 shows the two 
cell vortices induced by rotation, the four cell vortices induced by 45o V -shaped ribs, and 
the two cell vortices induced by 45o crossed V -shaped ribs. They found that the effect of 
rotation on the two-pass rectangular channel is very similar to that on the two-pass square 
channel except the leading surface heat transfer coefficient does not vary much with the 
rotation compared with the square channel case. The results show that 45o parallel angled 
ribs produce a better heat-transfer augmentation than 45o crossed ribs; 45o V -shaped ribs 
are better than 45o crossed V -shaped ribs and subsequently better than 45o parallel angled 
ribs. The difference in heat transfer coefficients between leading and trailing surfaces in a 
smooth channel is smaller when the channel has an angle with respect to the axis of 
rotation. This heat transfer coefficient difference is reduced further in ribbed channel 
cases. Griffith et al. (2001) studied heat transfer in a single pass rectangular channel 
(aspect ratio=4:1) with smooth and 45o angled ribbed walls, as shown in Figure 2.14, 
including the effect of channel orientation with respect to the a'<is of rotation. Results 
show that the narrow rectangular passage exhibits a much higher heat transfer 
enhancement for the ribbed surface than the square and 2: l channels previously 
investigated. Also, channel orientation significantly affects the leading and side surfaces, 
yet does not have much affect on the trailing surfaces for both smooth and ribbed 
surfaces. Therefore, this investigation has determined that span-wise variations in the 
heat transfer distribution of rectangular cooling passages exist, and that the enhancement 
is a function of channel orientation with respect to the axis of rotation, surface 
configuration (such as smooth or 45o angled ribbed walls), and channel aspect ratio. 
Willett and Bergles (2000) studied heat transfer in a single pass narrow, 10:1 smooth 
rectangular channel oriented at an angle to the axis of rotation. They focused on the 
rotating buoyancy effect on local heat transfer coefficients. They found that the channel 
orientation induced a significant variation in the heat transfer coefficient in the span-wise 
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direction. They also found that the heat transfer coefficient at the far aft end of the 
trailing surface is a very strong function of rotation buoyancy. 
t 
Pac{lllel4~ 'Deg. 'ltngl(;'tl Ribs 
i 
Cr-ossed 45- Deg. A"n{)led RibS 
Figure 2.12: Conceptual view of the secondary flow vortices induced by rotation and channel orientation 
in a two-pass rectangular cbaiUlel (dash lines: rotation-induced vortices; solid lines: rib-induced vortices) 
from [Azad ct al. (2001).] 
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Figure 2.13: Conceptual view of the secondary flow vortices induced by ro\ation and channel orientation 
in a two-pass rectangular channel (dash lines: rotation-induced vortices; solid lines: rib-induced vortices) 




~= 90 deg.A 
t Fr.::::.: :t'c. } I 
p = 135 deg. 
·'· 
Figure 2.14: Outward flow rectangu\arte;1 section with smooth walls and 45" parallel angled ribs on 




This chapter covers the analysis techniques, the project execution flow chart and Gantt 
chart for FYP II. 
3.1 ANALYSIS TECHNIQUES 
Project consists information gathering on cooling system of Gas Turbines as a literature 
review. After getting familiar with gas turbine cooling system, the flow of hot gases and 
compressed air inside the gas turbine is modeled with the help of heat transfer and fluid 
dynamic relations. Heat transfer and flow dynamic correlations in smooth and ribbed 
channels are selected. Blade profile is determined by CNC Laser Digitizer. The profile is 
then converted to Auto CAD drawing to mesh the model. The mathematical model is 
converted to a computer program to perform simulation in different operating conditions. 
The Finite-Difference approach is adopted and the matrix of the nodal equations is solved 
by MATLAB and Excel. Analyses are done under various operation conditions for 
smooth and ribbed channels. Conclusion and recommendations are made according to the 
obtain results. 
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2 WORK FLOW CHART 
Project Identification 
Execution Planning 





Converting the model to 
computer program 
Simulating the program and 
recording the results 
Attempting for 
simulation 
Reporting and presentation 
( __ E_nd __ )
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3.3 GANTT CHART 
Table 3-l: FYPII Gantt chart 
Y\"ttl;: 
llHml of _:>.ih'lti~.< I 2 3 4 :! 6 7 8 9 10 11 12 13 14 
:MATLAB and Excel 
programming 
work on h ,Nu and R• 
relations 
Submission of Progress 
Report 
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PREPARATIONS AND DISCUSSION OF RESULTS 
A gas turbine blade was chosen from building 18 to be modeled in computer (Look at 
figure 4.1 ). The cross section of the blade as well as location and dimensions of the 
internal air channel were modeled in Auto Cad software as a 3-D object. The blade cross 
section on the leading edge of the model was meshed and the irregularities were 
approximated. Meshing resulted in 82 nodes on the cross section of the blade (look at 
Fig.4.2). 
Figure 4.1 : GT blade in building J 8 
Figure 4.2: Cross-section of the modeled GT blade and correspondence meshing aroW1d the internal air 
channel 
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The 3-D model is sho\vn in Fig 4.3 as follow·: 
J rn 
I 
II 1J II 
I 
I .. I !)'' 
Figure ~.3: 3-D model of the blade 
4.1 NODAL EQUATIONS 
The nodal equations used in this work are given in this section. 
Energy equation based on conservation of energy can be written 1s as follow: 
q m - q OUJ + q generated = q stored (4-a) 
2 
~~~ ..... t 
.- ~ ; dz 
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Figure 4.4: Heat transter man inlinitesunal small control volume 
Cons1der an infinitesimally small control volume dx, dy, dz and apply the energy 
balance we have: 
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a ar a ar a ar · ar 
-(k-)+-(k-)+-(k-)+q = pc -& & ~ ~ & & p~ (4-b) 
Considering steady state condition ( ar =0) and no heat generation ( q =0) for 2-D case 
at 
we get the general heat transfer equation which is: 
c~r a~r 
-+-=0 ax:! ay:! (4-c) 
Temperature analysis was performed on the nodes using Finite-D method. Heat transfer 
equations for convection and conduction were \videly used to solve the problem. By 
adopting the energy balance on the node of interest based on the general thermal situation 
sho\\n in Fig 4.5. follO\ving equation can be written: 
• 




Figure -tS: Conduction to an interior node from its adjoining nodes ~De\\'ill et al., 2007) 
(4-d) 
For the blade cooling case, there is no heat generation. Q8=0. and for steady state 
condition Qstored =0. This will lead to Q1+Q2+Q3+Q4=0 , possible nodal thermal modes are 
presented in Table 4.1. 
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Table 4-l: Summary of nodal finite-difference equations (Dewill et al.., 2007) 
,, 
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Please refer to section 4.3 of this report for ribbed channels' specific correlations and 
fonnulas. 
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4.2 RESULTS FOR SMOOTH CHANNEL 
Using the nodal equations, one equation was ~ritten for e\·ery node the result is 82 
equations with 82 unknowns {Temperature for every node) to be solved. Microsoft excel 
was programmed to prepare the coefficient and known matrix for the condition spectfied 
by the user Results presented here are based on the following information: 
• Temperature ofhot gas (T0 ) attacking the blade is 1700 K 
• Temperature of compressed air (Ti) entering the channelts 400 K 
• Convection heat transfer coefficient (ho) for the hot gas ts 1000 W/m2.K 
• For the meshing .lx = 3mm 
• The stz.e of the au channel and the hetght of the blade are 9mrn x 18mm and 21 
em respectiYely (a=l8 mm, b=9mm) 
• An ad1abat wall is assumed to exist on the left hand side where the meshing is 
terminated (Look at Fig 4.6, nodes :TJ,T7,T16,T2..., T33,T42,Tsz,T62,T73 are located 
on adiabat wall ). These nodes belong to case 5 of table 4.1 when q" is equal to 
zero 
• Mass flow rate of compressed air entering the channel is 0.01 kg/s. 
In order to find temperature distribution around the leading edge, convection heat transfer 
coefficient (hi) for the air should be calculated first. 
For a smooth rectangular channel, Reynold'! number can be evaluated using hydraulic 
diameter Dh, where 0 11= 
4A,. (Ac and P = 2(a +b) are the flow cross sectiOn area and the p 
. u pD m 
wetted parameter respecttvely). Re0• = m lr andum = -. Substituting Dh and Urn in 
J1 pAC 
4m 1 ~ Re0 wehave Re0 =- (J.L =230.lxl0 N.slm ~ at400Kand P=0.054m) 
I PJ.L 
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Substituting the respective values, Rev,= 32192.12, so the flow inside the channel will 
be turbulent. 
For a turbulent flow that is fully developed Nu number can be calculated using Dittus-
Boelter equation whereNu = 0.023Re41s Pr" . Air is heated inside the channel so n;:().4, 
taking Pr~ 0.7 at 400 K, Nu=19.60. 
Finally hi can be calculated using h, = Nulca, 
Dh 
Air is entering the channel at 400 K so lea;, = 33.8 x I o-3 W/m.Jc, substituting all the values 
in above equation h1 = 224.22 WI m2 .Jc 
Now temperature distribution in blade cross section at the root can be evaluated as shown 
in Fig. 4.6. 
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Ftgare 4.6: Temperature (K) distribution in the cross section of GT blade sunounding the cooling passage 
at root of the blade. 
Air temperature continuously changes when flowing in the channel this in tum changes 
temperature distribution for every cross section one may choose along the height. In this 
discussion the blade is divided to four equa\ segments a\ong the height and temperature 






The rate of heat transfer per unit length of the channel may be expressed as the following 
formula for the first segment (H=O to H=5.25cm): 
q' =ht [ jx *(T2o + T2s+ T3~ T46+ Ts6+ T19+ T21 +T36 +T4s +Tss +T10 +Tu 
+T6s +T6s+T66+T61-l6*Ti) + t\x/2 * (Tt2+Tn-2* Ti) + L\x *<To- Ti)] = 
13196.71 Wlm # 
Knowing the length of the first segment (5.25 em) and for air at 400 K C P =1014 J!Kg.K, 
temperature difference of compressed air across the channel can be calculated as follow: 
qTotal = H segment X q' 
. 
qTotaJ = C p X fflarr X 111:, 
. 
Substituting the respective values in the above equations and assuming mau =0.01 Kg/s 
we have: 
9rota/=692.83 W 
/:iTarr =68.33 K 
Now air is entering to the second section at 468.33 K properties of air should be 
measured in this new temperature. The above calculations are repeated again. At this 
temperature the following properties for air are obtained: 
C p = 1024.30J I kg.K 
,uxl07 =257.8IN.s/m 2 
karr X 103 = 38.55W I m.K 
Using the same calculations as segment one we have: 
h2 = 233.49W I m: .K 
qtotul = 679.11W 
I:!..Tarr = 66.3QK 
Applying h2 temperature distribution is shown in Fig 4. 7. 
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Fagu.re 4.7: Temperature (K) distribution in the cross section oftbe second segment (H=5.25 to H= l0.5 
em) of GT blade surrounding the oooling passage 
For segment three, air enters at 534.63 K; at this temperature the following properties for 
air are obtained: 
C p = 1036.93J I kg.K 
,u x 107 = 282.77N .s I m2 
kalr x 103 = 42.92W I mK 
Using these values: 
~ = 241.439W I m2 K 
q,0101 = 660.741W 
ATalr = 63.72K 
Applying h3 temperature distribution is shown below: 
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F1g0re 4.8: Temperature (K) distribution in the cross section of the third segment (H=I0.5 to H=15.75 em) 
of GT blade surrounding the cooling passage 
For the fourth segment air enters at 598.35 K, properties of air at this condition are: 
cp = I05o.64J 1 kg.K 
j.tX}07 = 305.23N.slm2 
kair X 103 = 46.80W I m.K 
Using these values: 
h4 = 247.64W I m2 .K 
q,0101 = 637.92W 
!1Tair = 60. 72K 
Applying 14 temperature distribution is shown below: 
T1 ... ., £ n T! rs Ti 
1516 iJ 1511 Ji 161.! 10 1;12 z; 1S21 '25 153o;.: 
rr n T9 THi Ti1 1'12 n~ 
1!.<;<; JJ. H-'H~ 1-1:11 o; 1!.".1 ~ 1..1..'1 • .L~ 1!;1; •• 155.3 S! 
Til; T1! T1:} T19 T2iJ 
1.!~1 so 1.!08 e'j t!-&g., 1 {!;;~ • -____ , f).!O !i2 
TZ.! T2; T2ii T27 T23 
1111 01 l.!;i .,, H.ss:;r urQ.! 1533 11 
T"..,...,. T;! -~~ ~ r~7 •.u •:.:3 ... 
1.!.6"' 35 1~3 6i I!SZ.!a 1-LkZ..l. 1iiZ'HiJ 
T-'12 Hj T~ l:!S T.ii 
1!70 '!T Ms;7!i u.;; ;.; 1.!.3!3 'f1 152lJ B1 
T52 T~) T:,.! T55 T56 
ua1131 1!i"q;:: HS~ 53 ~.!:z IS 15-3308 
T62 T63 ;~ ;-6.5 ·~ Tl;7 r'>l! l.!'?a h) 1~~ 1~ U~iQ 1!~] !3 1.!.'1~ 2'! 1~1].!~ 15J'f il 
rr~ rr~ T75 ~ T7? ... n T?9 
1518 JS 151.10 1~1) "2 1511 65 1520 33 163S: O'Y 155..,. 2S 
Ti! 1•5 rl 1571 JT 16S-\ !j'} 
T21 T22 1~~1 151i5 'N 1~;,:·z 
T29 T~ T:i1 n2 
1sss a~ 1660 92 I~OQ 12 1~111 o ~ 
a T:::lJ '"!Y Td1 
155;.;.1 15IT JS t5'?"" oz 1~11 ST 
T4! T4: T!i T5Y 
1sss ;c 1673 j5 1Sj6 12 1516 zz 
T57 TS.'3 T59 r.w 
1;ss- 2..! 1561s;1 11100 as 1'318 11 
169 T7i) TT1 T72 
t;s:; s; 15aT'H 161)5 €" 1621 Jj 




1 13:3:! .!-S 
Figare 4.9: Temperature (K) distribution in the cross section of the fourth segment (H=15.75 to H=21 em) 
of GT blade surrowtding the cooling passage 
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Air finally Jea\es the channel at 659.07 K. 
So the total increase in air temperature will be 259 K. lf we neglect the changes m air 
properties when passing the channel then total air temperature difference \\ill be 273 K 
means air is leaving at 673 K so if constant properties is assumed for air then the error is 
e =j 65:~:73 1 x 100 , which is only 2.12%. The following graph shows air leaving 
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Figure .t 10 : Air outlet temperatw-c (K) for dillerent mass now rates (k(lls) for smooth channel 
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Figure ·tll :Convection coefficient (W/m 2 .K) for dilTerent air mass flow rates (kg/s) in smooth channel 
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Figure 4.12: Local convection coefticient in the smooth channel 
According to Fig.4.9 the following graphs are obtained: 
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Figure ~.13: Temperature (K) d1stribution along top blade surface (H=I5.75 to I£=21 em). 
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Figure ~.14: Temperature (K) distributiOn along bottom blade surface (11=15 75 to Il=21 em). 
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Figure -'.15 :Temperature dil;tribution along lhe adiabat line 
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Figure ·U6 : Temperature distribution along lhe chamber of blade 
For further discussiOn please refer to section 4.4, discussion on the results. 
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4.3. RESULTS FOR RIBBED CHANNEL 
Section 4.2 was concerned about the smooth channel, in this part of the report effect of 
introducing rib angles, a of90°, 60°,45° and 30° and ribs blockage ratios, e!D, ranging 
from 0.042 to 0.078 for two opposite sides of the discussed channel of compressed air 
will be evaluated. 
One very important factor affecting the heat transfer enhancement and pressure drop 
inside the ribbed channel is found to be channel aspect ratio (WI H), where W is the 
width of the ribbed side of the channel and His the height of the smoothed side. 
According to the literature usually the suction and pressure side of the channel are ribbed 
so in our case W =9 mm and H =18 mm. (WI H =112) 
Han (1998) developed a correlation to predict the performance of two-sided orthogonal 
ribbed rectangular channels. The roughness function R was given by 
R(e') = (3._)112 + 2.5ln(2e 2W ) + 2.5 f DW+H (4-1) 
And the heat transfer roughness function G was given by 
(4-2) 
The roughness Reynolds number e' is given by 
e+ =(eiD)Re(fl2)' 12 (4-3) 




• f is average friction factor in a channel with two opposite ribbed walls 
• f, is the friction factor four smooth-sided channels 
• St, is ribbed sidewall centerline average Stanton number for flow in a channel with two 
opposite ribbed walls 
Therefore f and St, for a desired operating condition (given WI H ,e I D andRe) can 
be predicted from experimentally obtained Rand G correlations. 
It should be noted that f, in equation ( 4-4) can be obtained from Colebrook equation: 
1 siD 2.51 
r7 = -2.0log(--+ Jl.) (Turbulent flow) 
vf, 3.7 Re f (4-5) 
When solving the above equation with Newton iterations a good first guess can be 
obtained from the equation ( 4-6) below: 
(4-6) 
• & is roughness value and D should be substituted by hydraulic diameter Dh. 
Han et a!., 1989 obtained the relation between G and e +as well as R and a in narrow -
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Figure 4.17: Friction factor and heat transfer correlation in narrow-aspect ratio rectangular ribbed channels 
(Han et al., 1989) 
4.3.1 Introducing Orthogonal Ribs (a = 90°) 
According to the figure 4.17 (a) above, in this case (WI H =!)an approximate value of 
2 
5 for R can be obtained. Using this value in equation (4-1) and substituting other values 
(Re=32192.12, W=9mm,H=I8mm) and assuming rib blockage ratios, e/Dh=0.063, 
friction factor for four-sided ribbed channel is calculated as: 
/=0.0265, 
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Now based on equation ( 4-3), 
e+ = 233.32, 
Now G can be evaluated from figure 4.17 (b) but to be more accurate an alternative 
relation presented by Han et al (1989) for Pr = 0. 7 can be used as follow: 
For our case n = 0.35, C = 2.24 so 
G=15.10, 
Now based on equation ( 4-2), 
St, =0.00612, 
St is related to Nu and h as following: 
St= Nu =-h-
RePr pVCP 
Based on the above equation (4-8): 
h = 388.53 W/m2 k 




Therefore friction factor for the two-sided orthogonal ribbed channel is 0.0162. 







Table 4-2: Friction factor, Nu number and h value for different rib blockage ratios, e!Dh when a=90°. 
e/D Re I e+ Gle+,Prl Sir Nuribbed h" • ..,_cw I m2 .K) 
0.042 32192.12 0.0144 139.30 12.61 0.00595 134.10 377.71 
0.047 32192.12 0.0148 160.54 13.25 0.00600 135.28 381.04 
0.063 32192.12 0.0162 233.32 15.10 0.00612 137.94 388.53 
O.Q78 32192.12 0.0173 307.78 16.64 0.00619 139.52 392.98 
Note that for a smooth channel as calculated before, h,moolh = 224.22(W I m2 .K) and 
Nu,moolh = 79.60. Figure 4.1 8, shows temperature distribution in this case. 
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Figure 4.18: Temperature (K) distribution in the cross sectiou of GT blade surrounding the 90" ribbed 
cooling channel at root of the blade. 
4.3.2 Introducing 60 • Ribs 
According to figure 4,17 (a) fora= 60", R can be estimated as 325. Using this value in 
equation (4-1) and substituting other values (Re=32192.12, W = 9mm,H = 18mm) and 
assuming rib blockage ratios, e!Dh=0.042, friction factor for four-sided ribbed channel is 
calculated as: 







Now based on equation (4-3), 
e+ = 169.94, 
Now G can be evaluated from figure 4.17 (b) but to be more accurate an alternative 
relation presented by Han et a! (1989) for Pr = 0. 7 can be used as follow: 
G=C(e+y, n=0.35 andC=l.80 if 30" <a <90" 
For our case a= 60", calculating G base on equation (4-9), 
G=10.86, 
Now based on equation ( 4-2), 
St, = 0.00807, 
Based on the equation ( 4-8): 
h = 512.48 W/m2 k 
Taking !, =0.011 then according to equation (4-4): 
/=0.0179 
Therefore friction factor for the two-sided 60" ribbed channel is 0.0179. 
Table 4.3 shows h value for other e/D" ratios. 
(4-9) 
Table 4-3: Friction factor, Nu number and h value for different rib blockage ratios, e!Dh when u=60°. 
e/D Re f e+ G(e+,Pr) Str Nuribbed hribb'd(W /m'.K) 
0.042 32192.12 0.0179 169.94 10.86 0.00807 181.95 512.48 
0.047 32192.12 0.0187 197.14 11.44 0.00821 185.07 521.27 
0.063 32192.12 0.0212 292.14 13.13 0.00856 192.97 543.53 
0.078 32192.12 0.0236 391.83 14.55 0.00881 198.57 559.32 
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Note that for a smooth channel as calculated before, h=ooth = 224.22(W I m2 .K) 
and Nu,_,h = 79.60. Figure 4.19, shows temperature distribution in this case. 
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Figou-e 4.19: Temperature (K) distribution in 1he cross section of GT blade surrounding the 60° ribbed 
cooling channel at root of the blade. 
4.3.3 Introducing 45° Ribs 
According to figure 4.17 (a) fora= 45", R can be estimated as 3.9. Using this value in 
equation (4-1) and substituting other values (Re=32192.12, W=9mm,H=l8mm) and 
assuming rib blockag~: ratios; e/Dh=0.042; friction factor for four-sided ribbed channel is 
calculated as: 
/=0.0270, 







Now G can be evaluated from figure 4.17 (b), but to be more accurate we refer to 
equation (4-9), 
G =10.57, 
Now based on equation ( 4-2), 
St, = 0.00761, 
Based on the equation (4-8): 
h = 482.91 Wlm2 k 
Taking fs =0.011 then according to equation (4-4): 
f= 0.0163 
Therefore friction factor for the two-sided 45° ribbed channel is 0.0163. 
Table 4.4 shows h value for other e/D" ratios. 
Table 4-4: Friction factor, Nu munber and h value for different rib blockage ratios, e!D, when a=45'. 
e/0 Re f e+ G(e+,Pr) Str Nuribbed 
0.042 32192.12 0.0163 157.11 10.57 0.00761 171.45 
0.047 32192.12 0.0170 181.75 11.12 0.00773 174.14 
0.063 32192.12 0.0189 267.12 12.72 0.00802 180.80 
0.078 32192.12 0.0207 355.74 14 07 0.00823 185.35 
Note that for a smooth channel as stated before, h~''" = 224.22(W I m2 .K) 
andNu~th = 79.60. Figure 4.20, shows temperature distribution in this case. 
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Figure 4.20: Temperature (K) distribution in the cross section ofGT blade surrounding the 45' ribbed 
cooling channel at root of the blade. 
4.3.4 Introducing 30' Ribs 
Ac~:onling to figure 4.17 (a) fora~ 30", R can be estimated as 5.2. Using this value in 
equation (4-1) and substituting other values (Re~32192.12, W = 9mm,H = 18mm) and 
assuming rib blockage mtios, e/Dfi=0.042, friction factor for four-sided ribbed channel is 
calculated as: 
/~0.0204, 
Now based on equation (4-3), 
e+ = 136.49, 
Now G can be evaluated from figure 4.17 (b) but to be more ac;cumte we refer to equation 
(4-9), 
G = 10.06, 







St, = 0.00684, 
Based on the equation ( 4-8): 
Taking f, =0.011 then according to equation (4-4): 
[=0.0144 
Therefore friction factor for the two-sided 30° ribbed channel is 0.0144. 
Table 4.5 shows h value for other e/Dh ratios. 
Table 4-5: Friction factor, Nu nwnber and h value for different rib blockage ratios, e!D• when a=30°. 
e/0 Re f e+ G<e+,Pr) Str Nu,,.""' h,.""' (WI m2 .K) 
0.042 32192.12 0.0141 136.49 10.06 0.00684 154.07 433.96 
0.047 32192.12 0.0145 157.20 10.57 0.00693 156.15 439.63 
0.063 32192.12 0.0156 226.07 12.04 0.00715 161.09 453.73 
O.D78 32192.12 0.0169 300.41 13.26 0.00729 164.23 462.58 
Figure 4.21, shows temperature distribution in this case: 
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Figure 4.21: Temperature (K) distribution in tbe cross section of GT blade surrounding the 30° ribbed 
cooling channel at root of the blade. 
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4.3.4 Comparison between Different Rib Angles 
As it was shown in the pervious section maximum convection heat transfer coefficient h 
and Nu occur when e/Dh is maximum (look at the tables 4-2 to 4-5). It should be noted 
that when rib blockage ratio (e/DJ) increases friction factor also rises, therefore an 
enhancement of heat transfer is achieved with penalty of increase in the friction factor. 
Comparing different rib angles, by looking at the tables 4-2 to 4-5, it is obvious that 
maximum Nu value and h is achieved when 60° ribs are used in the channel with a rib 
blockage ratio of 0.078. Comparing with smooth channel an enhancement of 149.45% is 
achieved with penalty of increase in the friction factor by 114.5%. 
Table 4-6, compares maximum and minimum temperature, heat transfer per length as 
well as increment in air temperature when leaving the channel. 
Table 4·6: Comparison between different rib angles for maximum and minimum temperature, heat transfer 
per length and increment in air temperature when leaving the channel. 
Rib Angle Max Temp. (K) Min Temp. {Kl 11 {W/ml 6. T air {Kl across channel 
90 1586.12 1255.59 20693.28 428.56 
60 1552.26 1140.81 26743.46 553.86 
45 1559.32 1164.09 25482.49 527.74 
30 1571.20 1204.03 23361.36 483.82 
Smooth 1627.85 1407.91 13196.91 259.00 
For further discussion please refer to section 4.4, discussion on the results. 
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4.4 DISCUSSION ON THE RESULTS 
1. Accuracy of the finite difference solution may be improved by refining the grid. For 
example if we halve the grid spacing (t.x=1.5mm). 
2. In the gas turbine industry there is great interest in adopting measures that reduce 
blade temperatures. Such measures could include use of a different alloy o larger 
thermal conductivity and/or increasing coolant flow through the channel, thereby 
increasing h,. Using the finite-difference solution, the following results are obtained 
for parametric variations of k and h,. 
Table 4~ 7: Comparison between effect of thermal conductivity and conduction coefficient on the blade cooling in 
smooth channel. 
k(W/m.K) h;(W/m".K) Tmox(K) q (W/m) 
25 200 1634.6 11976.86 
50 200 1615.68 12243.68 
25 400 1584.56 20972.26 
50 400 1549.31 21775.01 
According to the table 4.7 it is obvious that increasing the k and h, reduce 
temperature in blade but effect of change in h, is far more significant than that of 
k. 
3. Temperature of compressed air entering the bottom of the channel will increase 
because q is transferred to the air passing in the channel. This change in temperature 
depends on air mass flow rate that also changes the h, value. For our case, 
considering the air mass flow rate in a smooth channel as 0.01 kg/s the temperature 
difference between air entering and leaving the channel at the tip of blade will be 
259 K. According to Fig 4.10 by increasing air mass flow rate the out let 
temperature will decrease and tends to approach air inlet temperature ( 400 K). 
4. According to Fig 4. 6, as expected the maximum temperature exists at the location 
furthest removed from the coolant means the leading edge (node 61), that is why 
this part of the blade is the most critical and other cooling techniques are also used 
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to cool the leading edge even further (impingement cooling ). Minimum 
temperature is 1433.68 K and exists at node 36 in contact with the left side of the 
air channel and far from leading edge comparing this value with hot gas 
temperature a difference of 270 K is obtained. 
5. Table below shows maximum temperature in each segment of the blade with 
smooth channel, according to this table temperature difference is not more than 6 K 
along the blade tip and can be neglected. Changes of minimum temperature is 
around 20 K along the blade: 
Table 4-8: Variations of max & min temperature along the height of the blade. 
Segment Max Temp (K). Min Temp (K). 
1 1627.85 141305 
2 1629.24 1414.19 
3 1631.13 1422.34 
4 1633.49 1432.24 
6. According to Fig 4.11, there is an almost linear correlation between air mass flow 
rate and convection coefficient. Properties of air can be considered on changed 
because the error is only 2.12%. 
7. According to Fig 4.12, local convection heat transfer increases through the channel. 
8. According to Fig 4.13 the temperature on the top blade surface continuously 
decreases and reaches its minimum value at x=24mm (node 4) and after passing the 
air channel again increases (same explanation applies for Fig 4.14) this shows the 
significance of use of internal cooling. 
9. If we draw a line that divides the cross section into two equal parts (chamber line) 
and move along it the temperature continuously decreases and there will be a sharp 
decrease after passing the channel (between x=51 to x=24, about 1 OOK), 
temperature of whole nodes after channel are less than nodes before that. (Fig 4.16) 
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Discussion on results for tibbed channel. 
l 0. Referring to tables 4-2 to 4-5, conclusion is that, increasing rib blockage ratio 
for each rib angle rises both Nu value (therefore h) and friction factor, f. 
11. Knowing that Nusmooth = 79.60 and hsmooth = 224.22 (W/m2 K) and comparing 
these values with tables 4-2 to 4-5, it is found that introducing the ribs in the 
channel regardless of the angle will increase heat transferred to the air, friction 
factor will always increase as well. Ribs mostly disturb only the near wall 
flow, and consequently the pressure drop penalty by ribs is acceptable for 
blade cooling design, so introducing the ribs in the channel is always 
recommended. (Similar conclusion can be obtained by referring to table 4-6 
and figures 4.18 to 4.21 ). 
12. Last row of tables 4-2 to 4-5, shows the maximum h value for each rib angle, 
comparing this values, 60° ribbed channel will result in the maximum heat 
transfer el1hancement comparing this value with smooth channel h value is 
increased by 149.45%. Comparing friction factor in this case and smooth 
channel it is found that introducing 60° ribs will have a penalty of increase in 
the friction factor by 114.5%. 
13. By looking at the tables 4-3 and 4-4 and comparing h values, using a 45° 
ribbed channel with rib blockage ratio of 0.078 instead of 60° ribbed channel 
with rib blockage ratio ()f 0.042 or 0.047 is justified in term of heat transfer 
enhancement. 
14. Comparing tables 4-2 and 4-5, we will notice that h value for 30° ribbed 
channel regardless of rib blockage ratio is always greater than that of 90° 
ribbed channel and at the same time 30° ribbed channel generates smaller 
friction factors, so there is no point of using 90° ribs and it is not 
recommended at all when other angles are available. 
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15. According to discussed niatters in 12, 13 and 14 the priority of using the ribs 
in terms of heat transfer enhancement is given here. Note that the second 
number is rib blockage ratio. 
a) 60°, 0.07& 
b) 60°, 0.063 
c) 45°, 0.078 
d) 60°, 0.047 
e) 60°, 0.042 
f) 45°, 0.063 
g) 45°,0.047 
h) 45°, 0.042 
i) 30°, O.o78 
j) 30°, 0. 063 
k) 30°, 0.047 
I) 30°, 0.042 
m) 90°,0.078 
n) 90°,0.063 
o) 90°, 0.047 
p) 90°, 0. 042 
54 
CHAPTERS 
CONCLUSION AND RECOMMENDATION 
As a conclusion, cooling system is very essential for Gas Turbines and has a direct effect 
on Gas Turbine efficiency. There are different cooling techniques (internal and external) 
available. Internal cooling is achieved by passing the compressed air through the internal 
channel provided in the blade and is enhanced by manufacturing the ribs inside the air 
passage. Internal cooling for the leading edge of the blade is analyzed in the present work 
with help of finite difference method. 
According to the obtained results leading edge is the most critical part of the blade. The 
effect of increasing heat transfer convection coefficient h in the air channel on cooling is 
found to be far more effective than increasing thermal conductivity of the blade. (i.e. the 
material). 
By increasing the mass flow rate of air in the channel heat tr!lllsfer convection coefficient 
will increase also at the same time air outlet temperature will decrease and approaches to 
air inlet temperature. In low mass flow rates the change in air properties in the channel 
can be neglected with good approximation. 
Introducing ribs in the channel will result in heat transfer enhancement and pressure drop 
inside the passage. Ribs mostly disturb only the near wall flow, and consequently the 
pressure drop penalty by ribs is acceptable for blade cooling design, so iritroducirig the 
ribs in the channel is always recommended. Among the rib angles, a of 90°, 60°, 45° 
iiitd 30° !llld ribs blockage ratios, e!D, ranging from 0.042 to 0.078 studied in this work, 
60° ribbed channel with rib blockage ratio of 0. 078 is recommended to be used for the 
gas turbine blade. An enhancement of 149.45% is achieved with penalty of increase in 
the friction factor by 114.5%. Channels with 30° ribs are recommended to be used when 
pressure drop in the channel is important. Channels with 90° ribs do not have any 
advantages in terms of heat transfer enhancement or pressure drop reduction comparing 
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with other ribs so using 90° ribs is not recommended at all when other ribs are avllilable. 
Best ribs for heat transfer enhancement are 60°, 0.078; 60°, 0.063; 45°, 0.078. 
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